
min. 445 N/mm²

 

  

 
 

1.4903

0,30 - 0,60

Cu max. 0,30

0,85 - 1,05

0,030 - 0,070

Nb 0,06 - 0,10

C 0,08 - 0,12

Cr 8,00 - 9,50

A/SA 387 gr. 91 / A182 F91

A 335 P91 / 50460  

max. 0,040Al

1.4903 Mn

Mo

N

 

 

X10CrMoVNb9-1

  

      

Ni max. 0,30

P max. 0,020

      

    
    

   
     

   

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

DESIGNATIONS COMPOSITION

  DIMENSIONS / FORMAT MECHANICAL PROPERTIES

APPLICATION
Martensitic, heat-resistant steel used for applications 
such as steam boilers, compressed air tanks, and in the 
oil, gas, and chemical industries, with an operating 
temperature of up to approximately 650°C.

Sheet

Round steel

Flat/square

Hexagonal

Forgings

Pipes

Yes

Yes

Yes

Yes

  

  

 

     
       

Mechanical properties are only reference 
values for normalized plate with a thickness 
of 10 mm.

Yield Strength 

Tensile Strength 

Impact Toughness

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

EN standard

Swedish standard 

ASTM / ASME standard

Equivalent Quality

W.stoff no.

  

  

580 -760 N/mm2

-20°C / 27J


