
B

1.4910

 

  

Mo 2,00 - 3,00

Cr 16,00 - 18,00

Mn max. 2,00

1.4910

 

N

max. 0,04

0,10 - 0,18

C

 

 

X3CrNiMoBN17-13-3

 

Ni 12,00 - 14,00

P max. 0,035

S max. 0,015
    

    
       

     
   

    
    

 
0,0015 - 0,005

     

Si max. 0,75

Fe

     

 

 

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

DESIGNATIONS COMPOSITION

EN standard

Swedish standard 

ASTM / ASME standard

Equivalent Quality

W.stoff no.

Austenitic stainless, heat-resistant steel with good corrosion 
resistance. 1.4910 also contains added nitrogen and boron. 
The addition of boron provides excellent high-temperature 
properties, as it prevents grain growth at elevated 
temperatures and improves creep rupture properties. 
Commonly used in pressure vessel and boiler applications, 
as well as in the chemical industry and turbine manufacturing.

  DIMENSIONS / FORMAT

remainder

 MECHANICAL PROPERTIES

Sheet

Round steel

Flat/square

Hexagonal

Forgings

Pipes

Yes

Yes

  

  

 

Min. 260 N/mm² 

550 - 750 N/mm²

Yield Strength 

Tensile Strength 

Impact Toughness

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se
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