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Cr max. 0,30

Al min. 0,015 - 

Cu 0,50 - 0,80

Mn 0,80 - 1,20

15NiCuMoNb5

C max.0,17

Mo 0,25 - 0,50

N max. 0,020

Nb 0,015 -0,045

      

 

  

  

      
 

Ø 40 - 800 mm

Ni 1,00 - 1,30

P max. 0,025

S max. 0,010

   

   

   

     
 

   

DESIGNATIONS COMPOSITION

  

    

     

    

 

Swedish standard: 

ASTM / ASME std Sheet:

ASTM / ASME std Round Steel:

ASTM / ASME std Pipes:

W.Stoff No.

APPLICATION

Alloyed Pressure Vessel Steel

  DIMENSIONS / FORMAT MECHANICAL PROPERTIES

Used for applications such as steam boilers and compressed air 
tanks with operating temperatures up to approximately 500°C.

       
      

       
      

       
      

    

  

 

   

   

Mechanical properties are indicative values only for 
plates in normalized condition, thickness 10 mm.

  Yield Strength 

Tensile Strength 

Impact Toughness

   

   

min. 460 N/mm2

610 - 780 N/mm2

+20°C / min. 40J

Sheet

Round steel

Flat/square

Hexagonal

Forgings

Pipes Yes

Yes

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se


