
min. 250 N/mm²

415 - 600 N/mm²

      

      

    
 

 

       
        

S max. 0,015

Si max. 1,00

Fe

Cr 12,00 - 14,00

Mn max. 1,00

P max. 0,040

  

C max. 0,08

 
 

 

 SS 2301

X6Cr13

AISI 410S / UNS S41008

1.4000

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

1.4000

DESIGNATIONS COMPOSITION

APPLICATION

  DIMENSIONS / FORMAT MECHANICAL PROPERTIES

Ferritic stainless steel designed for operating temperatures 
around 550°C. Commonly used in turbine components and 
machinery for the textile and paper industries. 

Mechanical properties are approximate values for annealed 
sheets of 2 mm thickness.

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

remainder

EN standard

Swedish Standard 

    

 

ASTM / ASME standard 

W.stoff no.

0,5 - 100 mm 

Yes

 

 

 

 

 

  

 

 

Sheet 

Round Steel 

Flat/Square 

Hexagonal 

Forgings 

Tubes

  

  

 

  

  

 

Yield Strength 

Tensile Strength 

Impact Toughness


