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Stainless, Acid-Resistant, 
and Heat-Resistant Steels

COMPOSITION

APPLICATION

  DIMENSIONS / FORMAT MECHANICAL PROPERTIES

       
        

       

       
    

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

EN standard

Swedish Standard 

    

 

ASTM / ASME standard 

W.stoff no.

     

 

 

 

 

  

 

 

Sheet 

Round Steel 

Flat/Square 

Hexagonal 

Forgings 

Tubes

1.4003

DESIGNATIONS

 

     

X2CrNi12

3Cr12* / UNS S40977 

1.4003

      

* Registered trademark of Columbus Stainless

A ferritic stainless steel offering an economical and 
straightforward alloy option, widely used for vehicle frames 
and railway wagons transporting coal and ore.

0,03

10,50 - 12,50

1,50

0,030

 

 

 

 

 

 

0,30 - 1,00

 

 

 

 

 

 max. 0,040

 

 

 

 

 

 

 

 

Si 

Fe remainder

C 

Cr 

Mn 

N 

Ni 

P 

S  

 

max. 0,015

max. 1,00

450 - 650 N/mm²

Mechanical properties are approximate values for hot-
rolled, annealed sheets of 10 mm thickness.

1 - 30 mm

  

  

 

  

  

 

Yield Strength 

Tensile Strength 

Impact Toughness


