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MEKANISKA EGENSKAPER

    
 

      
  

    
    

     
  

DIMENSION / FORMAT

S max. 0,015

Si max. 1,00

Fe rest.

0,5 - 16 mm

Ø 4 - 550 mm

 

  

 

Cr 12,00 - 14,00

Mn max. 1,50

P max. 0,040

  

C 0,16 - 0,25

 
 

1.4021

 

 SS 2303~

X20Cr13

AISI 420 / UNS S42000

1.4021

  
  

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

DESIGNATIONS COMPOSITION

APPLICATION

EN standard

Swedish Standard 

ASTM / ASME standard 

W.stoff no.

Martensitic, hardenable steel suitable for applications 
requiring moderate corrosion resistance. It can be polished 
to a high finish, enhancing corrosion resistance. Preheating 
before welding is recommended. Common uses include 
piston rods, fasteners, pump components, and valve parts. 

Sheet Round 

Steel Flat/

Square 

Hexagonal 

Forgings 

Tubes

Yes

     

     

      
    

     

 

     

     

      
    

 

     

     

     
      

   

Yield Strength 

Tensile Strength 

Impact Toughness

       
      

   

min. 20J vid 20°C

      

800 - 950 N/mm²

min. 600 N/mm2

Mechanical properties are approximate values for tempered 
round steel of Ø 50 mm.


