
      

Fe

      

    
   

540 - 740 N/mm²

      
     

  
    

P max. 0,060

S 0,15 - 0,35

Si max. 1,00

Cr 15,50 - 17,50 

Mn max. 1,50

Mo 0,20 - 0,60

  

C 0,10 - 0,17

 
 

1.4104

 

 SS 2383

X14CrMoS17

AISI 430F / UNS S43020

1.4104

  
  

  
  

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

DESIGNATIONS COMPOSITION

APPLICATION

EN standard

Swedish Standard 

    

 

ASTM / ASME standard 

W.stoff no.

A martensitic material with excellent mechanical properties 
and good corrosion resistance in moderately corrosive 
environments. Ideally suited for kitchen components such 
as faucets and pipe fittings. remainder

Yield Strength 

Tensile Strength 

Impact Toughness

       
      

Mechanical properties are approximate values for annealed 
round bars Ø 50 mm.

Yes

Yes

Yes

Yes

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

 

MECHANICAL PROPERTIESDIMENSIONS / FORMAT

  

 

 

 

 

Sheet Round 

Steel Flat/ 

Square 

Hexagonal 

Forgings 

Tubes


