
      

V

Fe

      

    
   

min. 550 N/mm²

  

 

P max. 0,040

S max. 0,015

Si max. 1,00

   

      
    

      
     

Cr 17,00 - 19,00

Mn max. 1,00

Mo 0,90 - 1,30

  

C 0,85 - 0,95

 
 

1.4112

 

 

X90CrMoV18

AISI 440B / UNS S44003

1.4112

  
  

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

DESIGNATIONS COMPOSITION

APPLICATION

 

  

    

 

EN standard

Swedish standard 

ASTM / ASME standard 

W.stoff no.

Martensitic, non-weldable chromium steel with high carbon 
content. The steel has high hardenability and excellent wear 
resistance. After hardening, it achieves a hardness of around 
57-60 HRC. It is used in applications such as measuring 
instruments, knives, ball bearings, molds, dies, and valve 
components.

0,07 - 0,12 

remainder

MECHANICAL PROPERTIESDIMENSIONS / FORMAT

 750 - 950 N/mm² 

 min. 12J vid 20°C 
  

  

 

  

  

 

Yield Strength 

Tensile Strength 

Impact Toughness

        
   

Mechanical  propert ies  are  approximate  values  for 
annealed round bars Ø 50 mm.

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

Sheet Round 

Steel Flat/

Square 

Hexagonal 

Forgings 

Tubes

Yes

Ø 3 - 500 mm 

Yes

Yes


