
  

C 0,95 - 1,20

 
 

1.4125

 

 

X105CrMo17

AISI 440C / UNS S44004

1.4125

Cr 16,00 - 18,00

Mn max. 1,00

Mo 0,40 - 0,80

P max. 0,040

S max. 0,015

Si max. 1,00

   
      

       
 

      

Fe

      

      

  
  

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

COMPOSITIONDESIGNATIONS

EN standard

Swedish standard 

ASTM / ASME standard 

W.stoff no.

APPLICATION

remainder

Martensitic chromium steel with high carbon content and 
good hardenability. It is used in applications such as 
measuring instruments, knives, molds, dies, valve 
components, and other products requiring high hardness 
and wear resistance.

DIMENSIONS / FORMAT  MECHANICAL PROPERTIES

  

 

 

 

 

  

 

 

 

 

    
  

  

 

 

  

  

 

  

Sheet

Round steel

  

Flat/square

Hexagonal

Forgings

Pipes

Yes

Yes

Yes

In annealed condition, maximum hardness 285 HB. 

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

Yield Strength 

Tensile Strength 

Impact Toughness


