
680 - 880 N/mm²

 
 

1.4462

N 0,10 - 0,22

Mo 2,50 - 3,50

Ni 4,50 - 6,50

P max. 0,035

S max. 0,015

Cr 21,00 - 23,00

Mn max. 2,00

SS 2377

A 182 F51 / S31803  

max. 0,030C

   
    

  
     

1.4462 

 

X2CrNiMoN22-5-3

  Alloy 2205

      

Si max. 1,00

Fe

      

MEKANISKA EGENSKAPER

     
  

Ja

Ja

Ja

min. 450 N/mm²

DIMENSION / FORMAT

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

DESIGNATIONS COMPOSITION

Austenitic/Ferritic duplex steel with fairly good weldability. 
Excellent mechanical properties combined with 
outstanding corrosion resistance. Used in industries such 
as chemicals and electronic equipment.

EN standard

Swedish standard 

ASTM / ASME standard

Equivalent Quality

W.stoff no.

remainder

APPLICATION

Sheet

Round steel

Flat/square

Hexagonal

Forgings

Pipes

Yield Strength 

Tensile Strength 

Impact Toughness

     
       

Mechanical properties are reference values 
for bars with Ø 50 mm.

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se


