
      

      

    
   

S max. 0,015

Si

Fe

420 - 620 N/mm²

1.4713 P

max. 0,12

max. 0,040

C

 

 

X10CrAlSi7

   
      

   
  

min. 220 N/mm²

 
 

1.4713

  

  

Al 0,50 - 1,00

Cr 6,00 - 8,00

Mn max. 1,00

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

0,50 - 1,00 

remainder

DESIGNATIONS

APPLICATION

EN standard

Swedish standard 

ASTM / ASME standard

Equivalent Quality

W.stoff no.

Ferritic, heat-resistant chromium steel. Commonly used 
for components in the automotive industry where 
resistance to high temperatures, around 800°C, is 
required. Also used for screws, chains, and similar 
applications.

Yield Strength 

Tensile Strength 

Impact Toughness

     
       

Mechanical properties are only indicative for 
annealed bars with a diameter of 50 mm.

Yes

Yes

  DIMENSIONS / FORMAT MECHANICAL PROPERTIES

COMPOSITION

Sheet

Round steel

Flat/square

Hexagonal

Forgings

Pipes

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se


