
3 - 150 mm

      
    

   
P max. 0,015

      

  

  

  

    

S max. 0,005

Si max. 0,40

Mo max. 0,50

Ni max. 0,70

Al max. 0,110

Cr max. 1,50

Mn max. 1,00

      

C max. 0,32

Secure 500

 

 

  

30CrMoNb5-2 / 30NiCrMo14-5 

1.6947

Bulletproof Steel

DESIGNATIONS COMPOSITION

 

  

   

 

 

 

   

 

 

 

   

 

 

   

Equivalent Quality

EN standard

ASTM / ASME standard

W.stoff no.

APPLICATION
Bulletproof plate used in cars, armored transport vehicles, 
bank counters, and security doors. There is also a variant 
used for cockpit doors and ATMs.

  DIMENSIONS / FORMAT    MECHANICAL PROPERTIES

Sheet

Round steel

Flat/square

Hexagonal

Forgings

Pipes

    

  

  

 

1300 N/mm²min.

min. 1600 N/mm²

  

Yield Strength 

Tensile Strength 

Impact Toughness

         
        

         

       
        

        

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

Mechanical properties are indicative values only.

-40°C / 15J (tr)


