
      

Al

Fe

      

    
 

S max. 0,008

    
      

1220 - 1400N/mm²

1.4534 N

max. 0,05

max. 0,010

C

 

 

X3CrNiMoAl13-8-2

Ni 7,50-8,50

P max. 0,010

 
 

1.4534

  Ph 13-8 Mo

  

Mo 2,00 - 2,50

Cr 12,25 - 13,25

Mn max. 0,10SA705(XM13 / UNS S13800

  
  

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

DESIGNATIONS COMPOSITION

APPLICATION

  DIMENSIONS / FORMAT  MECHANICAL PROPERTIES

0,90 - 1,20 

remainder

Hardened, stress corrosion-resistant stainless steel. Used in 
the aerospace industry for high-strength screws, bolts, and 
landing gear components.

EN standard

Swedish standard 

ASTM / ASME standard

Equivalent Quality

W.stoff no.

Sheet

Round steel

Flat/square

Hexagonal

Forgings

Pipes

  

  

 

     
       

Yield Strength 

Tensile Strength 

Impact Toughness

     
       

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

Yes

Mechanical properties are only indicative for 
hardened round bar, condition H1050.


