
      

Fe

      

    
   

S max. 0,030

Si max. 1,00

Ti  

 

 

1.4541 P

max. 0,08

max. 0,045

C

 

 

X6CrNiTi18-10

      
     

     
  

min. 190 N/mm²

 
 

1.4541

  

  

Ni 9,00 - 12,00

Cr 17,00 - 19,00

Mn max. 2,00

SS 2337

AISI 321 / UNS S32100

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

DESIGNATIONS COMPOSITION

APPLICATION

  DIMENSIONS / FORMAT  MECHANICAL PROPERTIES

EN standard

Swedish standard 

ASTM / ASME standard

Equivalent Quality

W.stoff no.

5 x%C - 0,80 

remainder

Austenitic, titanium-stabilized steel with good weldability. 
Comparable to 1.4301 but with improved resistance to 
intergranular corrosion. Due to the addition of titanium, the 
material exhibits good impact strength and ductility even at 
low temperatures.

Yield Strength 

Tensile Strength 

Impact Toughness

     
       

Mechanical properties are only indicative for 
annealed bar Ø 50 mm.

Yes

Yes

Yes

Yes

Sheet

Round steel

Flat/square

Hexagonal

Forgings

Pipes

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se


