
H900 H925 H1025 H1075 H1100 H1150

388 375 331 311 302 277

      

      

HB min.

13 14 16

40 38 45 45 45 50
        Z% 

860 795 725

1310 1170 1070 1000 965 930

1170 1070 1000

10 10 12

        Rp 
  

            Rm-
 

      A5% 

 
 

1.4542

  17-4Ph

  

Mn max. 1,50

Cr 15,00 - 17,00

Cu 3,00 - 5,00

 

 

S max. 0,015

X5CrNiCuNb16-4

A 564 Gr. 630 / UNS S17400

1.4542 Mo

max. 0,07

max. 0,60

C

Nb 5 x%C - 0,45

Ni 3,00 - 5,00

P max. 0,040

     
   

     
     

   

Si max. 0,70

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

DESIGNATIONS COMPOSITION

EN standard

Swedish standard 

ASTM / ASME standard

Equivalent Quality

W.stoff no.

APPLICATION

  DIMENSIONS / FORMAT  MECHANICAL PROPERTIES

Martensitic, hardenable stainless steel with excellent 
corrosion resistance and good mechanical properties at 
temperatures up to 316°C. Well-suited for applications in 
marine environments. Other uses include the aerospace 
industry, as well as the pulp, paper, and food industries. 
Offers good weldability.

Yes

Yes

Yes

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

Sheet

Round steel

Flat/square

Hexagonal

Forgings

Pipes

State

Yield Strength 
0,2 -N/mm² min.

Tensile Strength
N/mm² min.

Ex tens i on 
min.

Contraction 
min.


