
      

S max. 0,010

Si max. 0,70

      

      
  

0,2 - 130 mm

Ø10 - 325 mm

P max. 0,030

       
  

    
   

  

650 - 850 N/mm²

1.4547 Mo

max. 0,020

6,00 - 7,00

C

 

 

X1CrNiMoCuN20-18-7

N 0,18 - 0,25

Ni 17,50 - 18,50

 
 

1.4547

  254SMO*

  

Mn max. 1,00

Cr 19,50 - 20,50

Cu 0,50 - 1,00

SS 2378

A 182 F44 / UNS S31254

Stainless, Acid-Resistant, 
and Heat-Resistant Steels

DESIGNATIONS COMPOSITION

EN standard

Swedish standard 

ASTM / ASME standard

Equivalent Quality

W.stoff no.

*Registered trademark of Outokumpu Stainless

APPLICATION
Austenitic, acid-resistant steel with high ductility and excellent 
corrosion resistance in seawater and various industrial 
environments. The high molybdenum content and addition of 
nitrogen provide outstanding resistance to pitting and crevice 
corrosion.

  DIMENSIONS / FORMAT  MECHANICAL PROPERTIES

 

Sheet

Round steel

Flat/square

Hexagonal

Forgings

Pipes

Yield Strength 

Tensile Strength 

Impact Toughness

     
       

Mechanical properties are only indicative for 
sheet metal with a thickness of 10 mm.

Yes

Yes

Yes

         
   For more detailed technical information, contact LIVALLCO STÅL AB 

Tel. 0302-150 10 info@livallco.se


