
C 0,14

9SMn28 / 

SS 1912

1.0718

Mn 0,90 - 1,30

S 0,27 - 0,33

P Max. 0,1

S 0,27 - 0,33

Si Max. 0,05

Fe Rest.

-

 
 

DIMENSION / FORMAT

Min. 305 N/mm²

410 - 660 N/mm²

 

-

-

Free-Cutting Steel

DESIGNATIONS

   
11SMn28 / 11SMn30 
COMPOSITION

APPLICATION

MECHANICAL PROPERTIES

  

    

 

 

Swedish standard 

ASTM / ASME standard 

Equivalent quality 

W.stoff no.

Free-cutting steel for high-speed machining. Not 
intended for heat treatment. Good chip removal and 
surface finish after machining. Applications include, for 
example, fasteners and components in the engineering 
and automotive industries.

Sheet 

Round Steel

Flat/Square 

Hexagonal 

Forging

Pipe

Ø 3-200 mm h9 

yes

17-80 mm h11

Yield Strength

Tensile Strength

Impact Toughness

 
Mechanical properties are indicative values only 
for cold-drawn round steel Ø 50 mm.

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se
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