
  

    
 

 

  

 

  

 

 

 

 

 

 

     

 

 

 

     

Nickel alloy

DESIGNATIONS COMPOSITION

APPLICATION

DIMENSIONS / FORMAT MECHANICAL PROPERTIES

     

       
     

Sheet 

Round steel

Flat/Square 

Hexagonal 

Forging

Pipes

   

Yes

Yield Strength 

Tensile Strength 

Density

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

   

  

 

Equivalent quality 

W.stoff no.

EN standard

US standard

ASTM standard

Alloy 201

  

2.4066/2.4068

Nickel 99.2 /LC Nickel 99.2

 
 UNS N02201

 

 

 

 

 

 

 

 

 

99,2

max. 0,4

max. 0,3

max. 0,25

max. 0,1
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   max 0,05

 

 

 

 

 

 

 

    

 

max 0,02

max. 0,005

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Ni 

Fe 

Mn 

Cu 

Si 

Ti 

Mg 

C 

S

8,9 g/cm³

3 - 10 mm 

Yes

Primarily used in the chemical industry, pulp and 
paper industry, as well as in flue gas desulfurization 
systems.
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