
  

    
 

 

  

 

  

 

 

 

 

 

 

     

 

 

 

     

Nickel alloy

DESIGNATIONS COMPOSITION

APPLICATION

DIMENSIONS / FORMAT MECHANICAL PROPERTIES

     

       
     

Sheet 

Round steel

Flat/Square 

Hexagonal 

Forging

Pipes

   

Yes

Yield Strength 

Tensile Strength 

Density

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

   

  

 

Equivalent quality 

W.stoff no.

EN standard

US standard

ASTM standard
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Alloy 600

NiCr15Fe

UNS 06600

AMS 5961

Inconel 600*

2.4816

Alloy 600 is a nickel-chromium-iron alloy with good mechanical 
properties at both low, room, and elevated temperatures. It 
exhibits excellent resistance to stress-corrosion cracking, even at 
elevated temperatures. It is used in various applications, 
including in nuclear reactors for components such as control rod 
channels, reactor vessels, seals, steam dryers, and separators in 
boiling water reactors. 

max. 0,30

0,025 - 0,10

14,00 - 17,00

 

 

 

 

 

 

 
  

 

 

 

 

 

 

  

 

 

 

 

 

 

  

Fe
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  Cu   

max. 1,00

min. 72,0Ni

6,00 - 10,00

max. 0,50

Cr

  
 

 

 

 

 Si

 

 

Ti   max. 0,02

S  max. 0,015

 max. 0,50

8,5 g/cm³

Yes

Yes
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