
      

 

 

  

Cr max. 0,30

Al min. 0,020

Cu max. 0,30

Mn 1,00 - 1,70

P355NH

C max. 0,18

Mo max. 0,08

N max. 0,012

Nb max. 0,05

      

  

   

    
    

Ja

3 - 120 mm

Ja

Ni max. 0,50

P max. 0,025

S max. 0,010

   

   

   

      
   

 

Unalloyed Pressure Vessel Steel

DESIGNATIONS COMPOSITION

  

    

     

    

 

SS 2106

A/SA 516 gr.70 

se P355QH

1.0565

Swedish standard: 

ASTM / ASME std Sheet:

ASTM / ASME std Round Steel:

ASTM / ASME std Pipes:

W.Stoff No.

APPLICATION
Simple pressure vessel grade for manufacturing tanks and 
vessels with operating temperatures up to approximately 
500°C.

  DIMENSIONS / FORMAT  MECHANICAL PROPERTIES

Sheet

Round steel

Flat/square

Hexagonal

Forgings

Pipes

         
   

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

  

    

        

  

  

 

  

  

 

355 N/mm²

510 - 650 N/mm²

0°C / min. 65J (Long) min.40J (tr.)

Yield Strength 

Tensile Strength 

Impact Toughness


