
  

    
 

 

  

 

  

 

 

 

 

 

 

     

 

 

 

     

Nickel alloy

DESIGNATIONS COMPOSITION

APPLICATION

DIMENSIONS / FORMAT MECHANICAL PROPERTIES

     

       
     

Sheet 

Round steel

Flat/Square 

Hexagonal 

Forging

Pipes

   

Yes

Yield Strength 

Tensile Strength 

Density

For more detailed technical information, contact LIVALLCO STÅL AB 
Tel. 0302-150 10 info@livallco.se

   

  

 

Equivalent quality 

W.stoff no.

EN standard

US standard

ASTM standard
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AMS 5961
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  Cu   

 

min. 72,0

 

 

Cr

  
 

 

 

 

 

 

 

   

  

  

8,5 g/cm³

Yes

Yes

 Alloy 601

NiCr23Fe

UNS 06601

Inconel 601*

2.4851

Nickel/chromium alloy with additions of aluminum and titanium, 
resistant to oxidation at temperatures up to approximately 
1204°C. It is used in applications such as furnace constructions in 
waste incineration plants and similar environments.

1,00 - 1,70

max. 0,006

0,03 - 1,00

21,00 - 25,00

max. 0,50

max. 18,00

max. 1,00

58,00 - 63,00
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