
MECHANICAL PROPERTIES

Roundbar

Annealed
Ø 7 - 302 mm

For more detailed technical information, contact LIVALLCO STÅL AB
Tel. +46 302-150 10     info@livallco.se

Cr 16,00 - 18,00

APPLICATION

Ni 8,00 - 9,00 

DIMENSIONS
Minimun properies acceptable for material specification

Condition
UTS.             
Mpa

YS.                   
MPa

Si 3,50 - 4,50

Austenitic, nitrogen strengthened, nickel alloy stainless steel. 
Excellent corrosion resistance even in low
temperatures, high strength, good magnetic permeability
• The best abrasion resistance of all stainless steels
• Excellent corrosion resistance
• Approved for food applications
• High pitting resistance
Used for valve stems, seats and trim, mounting systems, 
fenders, chain drive systems, pins, bushings, roller bearings 
and pump components.

Stainless, acid & heat 
resistant steel

Nitronic® 60
DESIGNATIONS CHEMICAL COMPOSITION

P max. 0,040

N 0,08 - 0,18

S max. 0,030

C max. 0,10

ASTM / ASME standard  UNS S21800 Mn 7,00 - 9,00

Elongation % Hardness 
HRB

Annealed                     
Ø <  12,7 mm min. 724 min. 379 min. 35 min. 85

Annealed                      
Ø > 12,7 mm min. 655 min. 345 min. 35 min. 85


	Eng.

